
VSB50

CAST BRONZE WITH GRAPHITE OILLESS BEARING

VSB50

Standard
CuZn25Al6

Fe3Mn3

 
CuSn5Zn5Pb5 CuSn12CuAl10Fe5Ni5

CuZn25Al6
Fe3Mn3

 Density

 Hardness

2 N/mm  
Tensile Strength

% Elongation

 Coefficient 
of linear expansion

 Temp. 
2

  N/mm
Max Dynamic load

2( )N/mm   
Max Speed Dry  

PV ( )
Max PV Lubrication

2N/mm m/min

 
2300 N/mm

8
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12

-51.9 10 /

-40~300 

100

15

200

<0.01

8.9 8.97.9 8

70 75150 235

250 270500 800

13 510 8

-51.8 10 / -51.8 10 /-51.6 10 / -51.9 10 /

-40~400 -40~300 -40~400 -40~400 

60 7050 120

10 1020 15

60 8060 200

<0.05 <0.05<0.04 <0.005

2 N/mm  
Yield Strength

450 90 150260 450

Solid Lubricant Film

Solid Lubricant Plug

Bronze Backing

/
VKT

This material provides a mintenance free and low friction 
bear ing s lout ion, par t icu lar ly  fo r  h igh load and 
intermittent oscillating motion. Solid lubricants within the 
bronze combine the strength of the bronze with the wear 
resistance of the graphite. Applications covered are 
automotive production lines, water industry, dam gates, 
plastic moulding machinery etc. Different types of 
bronze alloy can be offered according to the application.
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